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1. PURPOSE. This advisory circular (AC)
contains the Federal Aviation Administration
(FAA) standards for markings used on airport
runways, taxiways, and aprons.

2. CANCELLATION. A C  150/5340-10,
Standards For Airport Markings, dated September
27, 1993, is canceled.

3. EXPLANATION OF CHANGES. This AC
incorporates guidance ,and clarifications
concerning marking standards that were previously
distributed through the Sign and Marking
Supplement (SAMS) system. The requirement for
the use of glass beads for specific pavement
markings has been added. ,When aiming point
markings need to be moved due to intersecting
runways, there is an option to place a note in the
Airport/Facility Directory (A/FD)  in lieu of
displacing the threshold. In addition, new
standards have been included for the following
markings:

a . surface painted gate identification signs,

b. surface painted apron entrance point
signs,

C. converting a runway to a taxiway,

d . intermittent use of a taxiway  as a runway,

e . doubling the size of the holding position
marking for both runway and taxiway  holding
positions, and non-movement area boundary
marking, and
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f. outlining in black markings on light
colored pavement.

4. METRIC UNITS. To promote an orderly
transition to metric units, the text and figures
include both English and metric dimensions. The
metric conversions are based on operational
significance and may not be exact equivalents.
The conversion procedure used throughout the AC
applies the relationship of 1 foot equals 0.3 meter,
except for a few instances where rounding was
used in order for linear dimensions to sum
correctly. Until there is an official changeover to
the metric system, the English dimensions should
be used.

5. APPLICATION. The FAA recommends the
guidelines and standards contained herein for the
marking of airport nmways, taxiways, and aprons.
These standards are the on&  method of complying
with the marking of runways and taxiways  at
airports certificated under Title 14 of the Code of
Federal Regulations, Chapter I - FAA, DOT,
part 139, Certification and Operations: Land
Airports Serving Certain Air Carriers (14 CFR
part 139). These standards are also mandatory for
airport projects receiving Federal funds under the
Airport Grant Assistance program or funds
received from the Passenger Facility Charge
program. These standards are to be used on all new
projects which are under development and are to be
implemented at all part 139 certificated airports no
later than one year from  the  date of this AC.
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CHAPTER 1. MARKINGS FOR PAVED RUNWAYS AND TAXIWAYS.

Section 1. General.

coefficient of the marking surface.. Glass beads or
silica sand are required when durable markings
(epoxy based and methacrylic based paints) are
used. These paints are usually applied at 18 -
30 mils in dry thickness.

1. PURPOSE. This chapter provides the
standards for markings used on paved areas
(runways, taxiways, aprons, and roadways) on
airports. Markings for large aircraft parking
positions and markings for unpaved runways will
be addressed at a future date in Chapters 2 and 3
respectively.

2. DEFINITIONS. The following definitions
apply to terms used in this AC:

a . Displaced Threshold. A threshold that is
located at a point on the runway other than the
designated beginning of the runway.

b. GPS Runway. A runway having a
precision or nonprecision approach procedure
utilizing GPS navigational guidance and vertical
guidance.

c. Nonprecision Runway. A runway
having an existing instrument approach procedure
utilizing air navigation facilities with only
horizontal guidance for which a straight-in or side-
step nonprecision approach procedure has been
approved is considered to be an instrument
runway.

d. Precision Runway. A runway having an
existing instrument approach procedure utilizing
air navigation facilities with both horizontal and
vertical guidance for which a precision approach
procedure has been approved.

e. Runway Threshold. The beginning of
the runway that is available for landing.

f. Visual Runway. A runway having no
straight-in instrument approach procedure.

3. MARKING PRACTICES. The following
addresses some common practices used in airport
marking.

f-=.-l

a. Increasing the Friction Coeffkient.
The friction coefftcient  of the marking surface can
be increased by spreading silica sand on the
marked surface immediately after application. Use
of glass beads in the marking materials also has
the side benefit of increasing the friction

b. Striated Markings. Striated markings,
which may be used in areas subject to frost heave,
consist of painted stripes 4 inches (10 em) to 8
inches (20 cm) in width separated by unpainted
stripes. The width of the unpainted stripe may not
exceed the width of the painted stripe. The
predetermined width of the painted and unpainted
stripes must be the same throughout the specific
marking. A painted stripe is to begin and end the
width of the markings. Since striated markings
have a reduced visibility, more frequent
maintenance is required to provide an acceptable
marking system. Striated markings are not used
on Category II and Category III precision runways.

c. Temporary Markings. In selecting a
material for temporary markings consideration
must be given to the difficulty of removing the
marking when it is no longer needed. In this
regard, some success has been realized by using
water-based paint. Striated markings may also be
used for temporary markings except for those used
to denote a closed pavement or Category II and
Category III runways.

d. Removal of Markings. Pavement
markings that are no longer needed should be
physically removed by sand blasting, chemical
removal or other means, not  painted over. Painting
over the old markings merely preserves the old
marking, will require additional maintenance, and
in certain conditions, can be misleading to pilots.

4. VISIBILITY OF MARKINGS. Markings
that cannot be seen by pilots and others operating
on marked surfaces are useless. The following
actions are intended to increase the visibility of
markings at airports.

a. Increasing Visibility. The following two
techniques have been successfully used to enhance
markings. These two techniques should be used
singly or in conjunction with the other and may be
used for all markings specified in this chapter.

1
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(1) The contrast of markings on light
colored pavements can be increased by outlining
them with a black border at least 6 inches (15cm)
in width. This is a particularly .effective  means of
highlighting holding position markings and
taxiway  centerlines. -All runway liolding position
markings on light colored’ ‘pavements are to be
outlined with :a -black border. This procedure is
required ,on concrete pavement surfaces, and light
colored asphalt surfaces.

(2) Glass beads are an effective means of
highlighting ,pavement  markings for operations
occurring at night, during 1oW visibility conditions,
or during periods when the pavement surface may
be wet. Glass beads should not be used in black
paint.

b. Markings Requiring Glass Beads.
Glass’ beads are required for the following
permanent pavement markings:

@)  All runway and taxiway  holding
position markings.

(2) Runway threshold marking.

(3) Runway We&Id bar.

(4) Runway aiming point marking.

(5) Runway designation marking.

(6) Runway touchdown zone markings.

(7) Runway centerline marking.

(8) Taxiway  centerline marking.

(9) Geographical position marking.

(10) Surface painted signs.

(ll)Non-movement are boundary
markings.

c .  khrkh&  Recohunended  f o r  G l a s s
Betids. Glass beads are recommended for the
following permahent  pavement markings:

(1) Runway side stripes,

(2) Taxiway edge markings,

(3) Displaced threshold markings, and

(4) Demarcation bar.

d. Glass Bead’s  Specifications. The glass
beads used for the above applications should meet
the specifications found in AC 150/5370-IOA.

Section 2. Runway Markings.

5. APPLICATION. Table 1 identifies the blast pad, stopway,  or wide shoulders, additional
marking elements for each type of runway as marking elements may be necessary. All elements
shown in Figures 1 and 2. The two ends of a should be of a corresponding size. For example, a
runway having different approach categories, i.e., 75foot  wide runway requires fewer threshold
visual vs. nonprecision, may have different stripes and aiming point markings that are
markings. The markings on a runway may be proportional to the runway width; however, the
upgraded to include elements that are not required. runway centerline width should remain at the
For example, side stripes, touchdown zone minimum width for runway category. E.g. Visual
markings, etc., could be installed on a visual runway - 12 inches.
runway’. If a runway has a displaced threshold,

2
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TABLE 1. RUNWAY MARKING ELEMENTS.

Marking element Visual runway Nonprecision runway / Precision runway I

GPS Nonprecision GPS Precision

Designation (par. 7) X X X

Centerline (par. 8) X X X

Threshold marking’(par. x’ ’ X X
9)

Aiming point (par. 10) X2 X2 X

Touchdown zone (par. 11) X

Side stripes (par. 12) X3 X3 X

’
’

Only required on runways used, or intended to be used, by international commercial transport.
On runways 4,000 feet (1200 m) or longer used by jet aircraft.

3 Used when the full pavement width may not be available as a runway.

6. RUNWAY MARKING PRECEDENCE.
Where runways intersect, the markings on the
runway of the higher precedence continue through
the intersection, while the markings of the runway
of the lower precedence are interrupted except that
the runway j threshold marking, designation
marking, aiming point marking and touchdown
zone markings are moved along the lower
precedence runway to avoid the intersection area.
Where aiming point markings need to be moved
more than200 feet (60 m), the threshold will have
to be displaced’ or repositioned to retain the
distance between the threshold to the aiming point
marking (see Figure 3 for an example). The
distance between the threshold and aiming point
markings should not be less than 1,000 feet.
Whenever the distance between the threshold and
aiming point markings is 1,200 feet or more, an
airport operator may place a note in the
Airport/Facility Directory (A/FD)  which provides
the distance that exists between the threshold and
the aiming point markings. An airport with
“closed V” intersections requires shifting the
runway designation marking down the runway due
to precedence of the intersecting runways. In this
case start at the inside comer of the intersection
and perpendicular to the runway centerline, then
move 20 feet down-runway from this baseline to
locate the numeral position. For an intersection of
runways of the same precedence order, the
preferred runway (lowest approach minimums or
most often used) is considered to be of a higher

precedence order. For marking purposes, the order
of precedence, in descending order, is as follows:

a. Precision runway, Category III.

b. Precision runway, Category II.

c. Precision runway, Category I.

d. Nonprecision runway.

e. Visual runway.

7.  RUNWAY DESIGNATION MARKING.

a. Purpose. A runway designation marking
identifies a runway by its magnetic azimuth.

b. Location. Runway designation markings,
as shown in Figures 1 and 2, are located on each
end of a runway.

c. Color. Runway designation markings are
white.

d. Characteristics. A runway designation
marking consists of a number and, on parallel
runways, is supplemented with a letter. A single-
digit runway designation number is not preceded
by a zero. On a single runway, dual parallel
runways and triple parallel runways, the
designation number is the whole number nearest

3
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one-tenth of the magnetic azimuth when viewed
from the direction of approach. For example,
where the magnetic azimuth is 183 degrees, the
runway designation marking would be 18; and for
a magnetic azimuth of 87 degrees, the runway
designation marking would be 9. For a magnetic
azimuth ending in the number “5,” such as
185 degrees, the runway designation marking can
be either 18 or 19. On four or more parallel
runways, one set of adjacent runways is numbered
to the nearest one-tenth of the magnetic azimuth
and the other set of adjacent runways is numbered
to the nextnearest  one-tenth of the magnetic
a z i m u t h .

(1) Parallel Runways. In the case of
parallel runways, each runway designation number
is supplemented by a letter, in the order shown
from left to right when viewed from the direction
of approach, as shown in the following examples:

(a) For two parallel runways having
a magnetic azimuth of 182 degrees, the runways
would be designated “lSL,” “18R.”

(b) For three parallel runways
having a magnetic azimuth of 87 degrees, the
runways would be designated “9L,”  “9C,”  “9R.”

(c) For four parallel runways having
a magnetic azimuth of 324 degrees, the runways
would be designated “32L,”  “32R,”  “33L,”  “33R.”

(d) For five  parallel runways having
a magnetic azimuth of 138 degrees, the runways
would be designated “13L,”  “13R,”  “14L,”  “14C,”
“ 14R.“.

(e) For six.parallel runways having a
magnetic azimuth of 83 degrees, the runways
would be designated “8L,” “8C,”  “8R,” “9L,”
“9CX “9R.V

(0 For seven parallel runways
having a magnetic azimuth of 85 degrees, the
runways would be designated “SL”, “SC”, “8R”,
“9L”, “9C”, “9R’, “10”.

(2) There are some cases where parallel
runway designation may not be appropriate
because of possible pilot confusion with the runway
surface or the distance between landing thresholds.
For example a turf runway or a visual runway
which are parallel to a higher precedence runway
and have a distance between the landing thresholds

may have a different runway designation, specially
if the paved runway has a paved parallel taxiway.

(3) The size and spacing of the numbers
and letters are reduced only when necessary due to
space limitations on narrow runways, and should
be no closer than 2 feet from the runway edge or
side strips if present. The numbers and letters are
in the form and proportion shown in Figure 4.

8. RUNWAY CENTERLINE MARKING.

a. Purpose. The runway centerline marking
identifies the physical center of the runway and
provides alignment guidance during takeoff and
landing operations.

b. Location. A runway centerline marking is
located along the centerline of the runway between
the runway designation markings.

c. Color. Runway centerline markings are
white.

d. Characteristics. A runway centerline
marking consists of a line of uniformly spaced
stripes and gaps. The stripes are 120 feet (36 m) in
length, and the gaps are 80 feet (24 m) in length.
Adjustments to the length of the stripes and gaps,
where necessary to accommodate the runway
length, are made near the runway midpoint. The
minimum width of the stripes is 36 inches (90 cm)
for precision runways, 18 inches (45 cm) for
nonprecision runways and 12 inches (30 cm) for
visual runways. Centerline widths are not to be
decreased even if all other marking sizes are
proportioned narrower because of runway width.

9 . RUNWAY THRESHOLD MARKING.

a. Purpose. A threshold marking identifies
the beginning of the runway that is available for
landing.

b. Location. The runway threshold markings
start 20 feet from the runway threshold. This
dimension may be increased to 30 feet from the
runway threshold when a threshold bar is present.
However, if a threshold bar is added after the
runway threshold marking is already present, it is
acceptable for the threshold marking to be located
20 feet from the threshold to preclude shifting the
runway markings by 10 feet.

c . Color. Threshold markings are white.

4
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d. Characteristics. The threshold markings
may have either of the characteristics in (1) or (2)
below, but after January 1, 2008, only those
characteristics in (2) will be acceptable.

(1) Configuration  A. The runway
threshold marking consists of eight longitudinal
stripes of uniform dimensions spaied
symmetrically about the runway centerline as
shown in Figure 1. The stripes are 150 feet (45 m)
long and 12 feet (3.6 m) wide and spaced 3 feet
(1 m) apart, except for the center space, which is
16 feet (4.8 m). For runways less than 150 feet
(45 m) in width, the length of the markings is not
changed, but the width of the markings, spaces
between markings and distance of markings from
the runway edge are changed proportionally. For

AC 150/5340-1H

runways greater than 150 feet (45m) in width, the
width of the markings and spaces between the
markings may be increased proportionally or
additional stripes may be added to both sides.

(2) Configuration B. For this
configuration, the number of stripes required is
related to the runway width as indicated in Table 2.
The stripes are 150 feet (45 m) long and 5.75 feet
(1.75 m) wide and spaced 5.75 feet (1.75 m) apart
except the center space is 11.5 feet (3.5 m) as
shown in Figure 1. The outboard edges of the
outboard stripes extend laterally to within 10 feet
(3 m) of the edge of a runway or to a distance of
92 feet (27 m) on either side of a runway
centerline, whichever results in the smaller lateral
distance.

TABLE 2.  THRESHOLD STRIPES REQUIRED FOR C,ONFIGURATION  B.

10. RUNWAY AIMING POINT MARKING.

a. Purpose. An aiming point marking
serves as a visual aiming point for landing
operations.

b . Location. The preferred beginning of the
aiming point marking starts 1,020 feet (306m)
from the threshold. However, a tolerance of plus or
minus 200 feet (60 m) is allowed when it is
necessary to move the aiming point marking to
avoid a runway intersection (see paragraph 5). This
adjustment may result in a change in threshold
crossing heights for approaching aircraft. Runway
approach aids such as Precision Approach Path
Indicators (PAPI),  Visual Approach Slope
Indicators (VASI), and other aids may no longer
have compatible threshold crossing heights when
aiming point markings are changed. Adjust
approach aids as necessary in conjunction with a
change in aiming point markings to maintain
compatible threshold crossing heights.

c . Color. Aiming point markings are white.

d. Characteristics. An aiming point
marking consists of two rectangular markings,
150 feet (45 m) in length, located symmetrically on
each side of the runway centerline as shown in
Figure 1. The width of each marking is 30 feet
(10 m) for a runway width of 150 feet (45 m) or
greater. The lateral spacing between the inner
sides of the markings is 72 feet (22 m) for a
runway width of 150 feet (45 m) or greater. For
runway widths less than 150 feet (45 m), the width
of the markings, and the lateral space between
markings, is decreased in proportion to the
decrease in runway width, but the lengths remain
the same. Where touchdown zone markings are
provided, the lateral spacing between the markings
should be the same as that of the aiming point
markings.

5
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11. RUNWAY TOUCHDOWN ZONE
MARKING.

a. Purpose. Touchdown zone markings
identify  the touchdown zone for landing operations
and are coded to provide distance information.

b. Location. Touchdown zone markings
consist of groups of one, two, and three rectangular
bars symmetrically arranged in pairs about the
runway centerline as shown in Figure 1.

c. Color. Touchdown zone markings are
white.

d. Characteristics. For runways less than
150 feet (45m) wide, the markings and spaces are
reduced proportionally, but the lengths remain the
same. For runways having touchdown zone
markings on both ends, those pairs of markings,
which extend within 900 feet (270 m) of the
runway midpoint are eliminated. No touchdown
zone markings are eliminated where installed on
only,  one end of the runway. Table 3 lists the
touchdown zone markings required when installed
on both runway ends. On shorter runways where
one or more pairs of touchdown zone markings
will be eliminated, it is recommended that
touchdown zone markings be installed on the
precision end only, so a full set will be available for
precision instrument landings.

TABLE 3. PAIRS OF TDZ MARKINGS REQUIRED WHEN
INSTALLED ON BOTH RUNWAY ENDS.

12. RUNWAY SIDE STRIPE MARKING. 13. RUNWAY THRESHOLD BAR.

a. Purpose. Runway side stripes provide a a. Purpose. A threshold bar delineates the
visual contrast between the runway and the beginning of the runway that is available for
surrounding ,terrain  and delineate the width of the landing when there is pavement aligned with the
paved area that is intended to be used as a runway. runway on the approach side of the threshold.

b . Location. Runway side stripes are part of
the usable runway, are located on the runway and
consist of continuous stripes located along each
side. The maximum distance between the outer
edges of the stripes is 200 feet (60m).

c. Color. Runway side stripe markings are
white.

d. Characteristics. The stripes have a
minimum width of 36 inches (90 cm) for runways
100 feet (30 m) or wider and at least 18 inches
(45 cm) on other runways. The stripes extend to
the end of displaced threshold areas, which are
used for takeoffs or rollouts.

b. Location. A threshold bar is located on
the landing runway at the threshold as shown in
Figure 5. The threshold bar is part of the usable
runway for landing.

c . Color. A threshold bar is white.

d. Characteristics. A threshold bar is
10 feet (3 m) in width and extends across the  width
of the runway. The runway threshold markings
start 20 feet from  the runway threshold.

14. DE-CATION BAR.

a . PTose.  A demarcation bar delineates a
runway with a displaced threshold from a blast
pad, stopway or taxiway  that precedes the runway.

6
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b . Location. The demarcation bar is located
on the blast pad, stopway  or taxiway  at the point of
intersection with the runway. However, the
demarcation bar is not part of the usable runway as
shown in Figure 8.

c . Color. A demarcation bar is yellow.

d. Characteristics. A demarcation bar is
3 feet (1 m) wide and extends across the width of
the blast pad, stopway or taxiway.

15. ARROWS AND ARROWHEADS.

a. Purpose. Arrows are used to identify  a
displaced threshold area and are useful for
centerline guidance for takeoffs and/or  rollouts.
Arrowheads are used in conjunction with a
threshold bar to further highlight the beginning of
a runway where the use of chevrons is not
appropriate.

b. Location. Where a runway threshold is
permanently displaced, arrows and arrowheads are
provided in the portion of the runway before the
displaced threshold (see Figures 5 and 8). Where
the pavement area preceding a runway is used as a
taxiway,  arrowheads are provided prior to the
threshold bar (see Figure 6).

c . Color. Arrows and arrowheads used in a
displaced threshold area are white. Arrowheads
used on a taxiway  prior to a runway threshold are
yellow.

d. Characteristics. Dimensions and
spacing of arrows and arrowheads are as shoivn  in
Figures 5 and 6, respectively.

16. CHEVRONS.

a. Purpose. Chevrons are used to identify
pavement areas unusable for landing, takeoff, and
taxiing.

b. Location. Chevrons are located on
pavement areas that are aligned with and
contiguous to the runway as shown in Figures 7
and 8, respectively.

c. Color. Chevrons are yellow.

d. Characteristics. Dimensions and spacing
of chevrons are shown in Figure 7.

AC 150/5340-  1 H

17. HOLDING POSITION MARKINGS ON
RUNWAYS.

a . Purpose. These markings are installed on
a runway where an aircraft. is to stop when the
runway is normally used as a taxiway  or used for
Land and Hold Short Operations (LAHSO) as
identified in a letter of agreement with the Air
Traffic Control Tower (ATCT). A runway should
be considered as normally used for taxiing if there
is no parallel taxiway  and no ATCT. Otherwise,
seek input from ATCT.

b. Location. Holding position markings
for runway/runway intersections are located in
accordance with Table 4 for the most demanding
aircraft using the runway. These markings are
normally located in the lower precedence runway.
Holding position markings for operations involving
“land and hold short of a taxiway”  are also located
in accordance ‘with Table 4. Holding position
markings for operations involving “land and hold
short of a predetermined point or
approach/departure flightpath” are located at the
predetermined hold-shortpoint. Moving the hold-
short point away from the intersection does not
necessitate redefining the type of land and hold
short operation if an intervening taxiway  or
runway is present. For example, a hold-short point
will be moved away from a runway/runway
intersection just enough to allow both signs to be
installed, clear of an intervening taxiway.  The fact
that the hold-short point is now prior to a taxiway
does not necessitate conversion of the operation to
“land and hold short of a taxiway.” The signs
would retain the runway designations. If instead,
ATCT and the airport operator choose to convert
the operation to “land and hold short of a taxiway,”
the hold-short point should be moved further back
to meet the setback requirements from the taxiway,
as indicated in Table 4. Also, any reduction to the
minimum distances permitted in Table 4 must be
coordinated with the regional Flight Standards
Division and Airport Division.

c. Color. Holding position markings on
runways are yellow, and are outlined in black on
light colored pavements.

d. Characteristics. These markings are
identical to runway holding position markings on
taxiways  as shown in Figure 10. The solid lines of
these markings are always on the side where the
aircraft is to hold. The markings are installed

7
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perpendicular to the runway centerline and interrupt the designation marking. Markings
interrupt all runway markings except for the should extend to the full Vr;idth of the runway.
runway designation marking. In the latter case; the Markings should not extend onto runway shoulders
holding position markings and related,.signs  &aJ or onto taxiway  fillets in the event of intervening
be adjusted along the runway so they do not taxiways.

TABLE 4. LOCATION OF HOLDING POSITION MARKINGS FOR
RUNWAY/RUNWAY  AND RUNWAY/TAXIWAY INTERSECTIONS.

Aircraft approach category
and (airplane design group)

A & B (I & II)  small airplanes only

A & B (I, II, & III)

A & B (IV)

C & D (I through IV)

Perpendicular distance from  runway centerline to intersecting
taxiway/runway  centerline in feet (meters)’

Visual I Nonprecisionl
GPS Nonprecision runway Precision /GPS  precision runway *

125 (38) 175 (53)

200 (60) 2 5 0  ( 7 5 )

250 (75) 250 (75)

250 (75) 250 (75)

’ Increases for elevation above sea level are:

a. Aircraft approach categories A and B (airplane design group III and IV). For precision runways,
this distance is increased one foot for each 100 feet of airport elevation above 6,000 feet.

b. Aircraft approach category C (airplane design group III and IV). For precision runways this
distance is increased one foot for each 100 feet of airport elevation above 3,200 feet.

c. Aircraft approach category C (Airplane design group V). For all types of runways, this distance is
increased one foot for each 100 feet of airport elevation above sea level.

d. Aircraft approach category D (Airplane design groups I through VI). For all types of runways, this
distance is increased one foot for each 100 feet of airport elevation above sea level.

* When a taxiway  or runway intersects a precision runway at an angle of less than 45 degrees, it is
necessary to increase the distances in this column if any part of the critical aircraft would penetrate the obstacle
free zone (See AC 150/5300-  13).

18. RUNWAY SHOULDER MARKINGS.

a. Application. Runway shoulder markings
are used, when needed, as a supplement to runway
side stripes to identify pavement areas contiguous
to the runway sides that are not intended for use by
aircraft. Runway side stripes are usually sufficient
in defining the limits of usable pavement.
Shoulder markings are generally needed where
pilots have experienced problems identifying the
runway li+om’ the shoulder thereby creating a need
to delineate the shoulder as unusable pavement.

b. Location. Runway shoulder markings are
located between the runway side stripes and the
pavement edge as shown in Figure 9.

c. Color. Runway shoulder markings are
yellow.

d .  Chafacteristics. Runway shoulder
markings consist of stripes 3 feet (1 m) in width
and spaced 100 feet (30 m) apart. The stripes start
at the runway midpoint, are slanted at an angle of
45 degrees to the runway centerline, and are
oriented as shown in Figure 9.

19: RESERVED.

8



813 1199 AC 150/5340-IH

Section 3. ‘Taxiway  Markings.

20. APPLICATION. All taxiways  should have
centerline markings and runway holding position
markings whenever they intersect a runway.
Taxiway edge markings should be installed
wherever there is a need to separate the taxiway
from a pavement that is not intended for aircraft
use or to delineate the edge of the taxiway  that is
not otherwise clearly visible. Instrument Landing
System/Microwave Landing System (ILS/MLS)
critical areas holding position markings,
intermediate holding position markings where a
taxiway/taxiway intersect, and taxiway  shoulder
markings should be installed as appropriate.

for a distance of 200 feet (60 m) beyond the point
of tangency or terminating at the threshold bar,
which ever is less and three feet from the runway
centerline measured near edge to near edge, See
Figure 11, detail A. This lead-in or lead-off line
(the taxiway  centerline) is interrupted for all
runway markings.

(4) For taxiways  crossing a runway,
either straight across or offset and normally used as
a taxi route, the taxiway  centerline marking may
continue across the runway but is normally
interrupted for any runway markings. For low
visibility operations, when the runway visual range
is below 1200 feet (360 m), taxiway  centerline
markings continue across all runway markings
with the exception of the runway designation
marking.

21. TAXIWAY  CENTERLINE MARKINGS.

a. Purpose. Taxiway  centerline markings
provide’ a visual cue to permit taxiing along a
designated path.

b. Location. On a straight section of a
taxiway,  taxiway  centerline markings are provided
along the centerline of the designated taxiway.  On
a taxiway  curve, the markings continue from the
straight portion of the taxiway  at a constant
distance from the outside edge of the taxiway.

(1) At taxiway  intersections where fillets
do not meet the standards of AC 150/5300-13,
Airport Design, and judgmental oversteering is
required, the centerline markings continue straight
through the intersection as shown in Figure 12a.
Where adequate fillets exist as determined by the
most demanding aircraft, the centerline markings
follow the taxiway  curve, as shown in Figure 12b,
to permit cockpit-over-centerline steering.

(2) At taxiway  intersections with runway
ends, the taxiway  centerline is terminated at the
runway edge except that the following applies:

(a) Where there is a displaced
threshold the centerline continues into the
displaced area of the runway.

(b) The taxiway  centerline continues
across the runway when it is a crossing route as
designated by the local Air Traffic Facility,

(3) On all other taxiways, the taxiway
centerline marking curves onto the runway and
extends parallel to the runway centerline marking

c. %olor.  Taxiway  centerline markings are
yellow.

d. Characteristics. A width of 6 inches
(15 cm) to 12 inches (30 cm) is acceptable for a
taxiway  centerline. However, the width selected
must be uniform for the entire length of the
taxiway  unless it involves a surface movement
guidance and contro1 system (SMGCS) route. The
centerline is continuous in length except where it
intersects a holding position marking (see Figure
10) or a runway designation (see paragraph
19b(3)).  When a taxiway  or part of a taxiway is
designated as a SMGCS route, the width of the
taxiway  centerline must be 12 inches (30 cm) wide
and is outlined in black in light colored pavement.
The centerline width of the remaining part of a
taxiway  that is not a part of a SMGCS route can
change abruptly at the intersection with other
taxiway  centerline markings, e.g. from 12 inches
(30 cm) to 6 inches (15 cm).

22. TAXIWAY  EDGE MARKING.

a. Purpose. Taxiway  edge markings are
used to delineate the edge of the taxiway. They are
primarily used when the usable taxiway  edge does
not correspond with the edge of the pavement.
Two types of markings are used depending upon
whether the aircraft is supposed to cross the
taxiway  edge. The outer edge of the stripe defines
the edge of the usable pavement.

9
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(1) Continuous Markings. Continuous
taxiway  edge markings are used to delineate the
taxiway  edge from the shoulder or some other
contiguous paved surface not intended for use by
aircraft (see Figure 10). When an operational need
exists, the continuous taxiway  edge marking may
be used to delineate the edge of the taxiway  from a
contiguous nonpaved  surface. Continuous taxiway
edge markings are not to be used in situations
where aircraft would be required to cross them.

(2) Dashed Markings. Dashed taxiway
edge markings are used when there is an,
operational need to define  the edge of a taxiway  or
taxilane on a paved surface where the pavement
contiguous to the taxiway  edge is intended for use
by aircraft, e.g., an apron (see Figure 10). Where
contiguous to an apron, the markings shall be
installed at a distance equal to one-half the taxiway
width from taxiway  centerline. Dashed edge stripes
are not to be used to provide wing tip clearances
for parked aircraft on an apron. See
taxiwayftaxiway  hold lines Par. 25, or non-
movement area boundary markings Par. 38, as
appropriate.

b. Location. Taxiway  edge markings are
located on the taxiway  at its defined edge, and are
part of the usable taxiway  pavement.

c .  Color. Taxiway  edge markings are
y e l l o w .

should be located in accordance with Table 4 on all
taxiways  that intersect runways based upon the
most critical aircraft using the runway. These
markings are also located on taxiways  crossing
through the runway approach area so that an
aircraft on the taxiway  will not penetrate any of the
following: the surface used to locate the runway
threshold, inner approach obstacle free zone, inner
transitional obstacle free zone, and clearway. If
located closer, such that aircraft penetrate the
Terminal Instrument Procedures (TERPS)
surfaces, higher minimums may result. A
discussion of these surfaces is contained in
AC 150/5300-13. Locating holding position
markings other than in accordance with the
preceding criteria must be approved by the FAA.
Except as specified in paragraph 17, holding
position markings should not be used for any
situation other than those described in this
paragraph.

d. Characteristics. Continuous taxiway
edge markings consist of a continuous double
yellow line, with each line being at least 6 inches
(15 cm) in width, spaced 6 inches (15 cm) apart
(edge to edge). These markings can also be used to
designate islands, which have been painted green
or striated v+th yellow markings. Dashed taxiway
edge markings consist of a broken double yellow
line, with each line being at least 6 inches (15 cm)
in width, spaced 6 inches (15 .cm) apart (edge to
edge). The lines are 15 feet (4.5 m) in length with
25-foot (7.5 m) gaps (see Figure 10). These
markings are not to be used to designate islands
except for some very special conditions.

c. Color. Holding position markings on
taxiways  are yellow, and will be outlined in black
in light colored pavements.

23..  RUNWAY HOLDING
MARKINGS ON TAXIWAYS.

POSITION

a. Purpose. At airports with operating
control towers, these markings identify the location
on a taxiway  where a pilot is to stop when he/she
does not have clearance to proceed onto the

d. Characteristics. Runway holding
position markings consist of a set of 4 yellow lines
and 3 spaces each 6 inches (15 cm) in width as
shown in Figure 10. The width of the lines and
spaces may be doubled to 12 inches (30 cm). The
use of this wider marking is strongly encouraged at
locations where pilots have had difficulty
discerning the location of the holding position. The
solid lines of these markings are always on the side
where the aircraft is to hold. The markings are
installed perpendicular to the taxiway  centerline
but may be canted from  the perpendicular in
unique situations, such as illustrated in Figure 11.
In these cases, it may be necessary to install
additional holding position signs, runway guard
lights, etc. Holding position lines on taxiways  may
be angled as needed where two or more taxiways
intersect at the hold line. On angled taxiways  the
distances given in Table 4 defines the edge of the
holding position line closest to the runway
centerline. On an angled taxiway,  consideration

runway. Holding position markings may be
supplemented with Geographic Position Markings
(see Paragraph 32) as part of the airport’s SMGGS
Plan. At airports without operating control towers
these runway holding position markings identify
the location where a pilot should assure there is
adequate separation with other aircraft before
proceeding onto the runway.

b. Location. Holding position markings
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should also be given to locating the markings such
that no portion of an aircraft (i.e., wing tip) placed
at the holding position line will penetrate the
runway safety area.

24. HOLDING POSITION MARKINGS FOR
INSTRUMENT LANDING SYSTEM/
MICROWAVE LANDING SYSTEM
(ILQMLS) CRITICkL  AREAS.

a. Purpose. These markings identify the
location on a taxiway  or holding bay where an
aircraft is to stop when it does not have clearance
to enter ILYMLS critical areas. The critical area
is the area needed to protect the navigational aid
signal.

b. Location. Holding position markings
for taxiways  entering ILS/MLS  critical areas are
located at the perimeter of the ILS/MLS  critical
area. Where the distance between the
taxiway/runway  holding position and the holding
position for an ILS/MLS  critical area is 50 feet
(15 m) or less, one holding position may be
established, provided it will not affect capacity. In
this case, the runway holding position is moved
back to the ILSlMLS  holding position and only the
runway holding position markings are installed.
The local FAA Airways Facilities office will
designate the ILS/MLS  critical area boundaries for
the airport operator. The markings are installed
perpendicular to the taxiway  centerline but may be
canted from the perpendicular in unique situations,
such as illustrated in Figure 11.

c. Color. ILS/MLS holding position
markings on taxiways  are yellow, and will be
outlined in black in light colored pavements.

d. Characteristics. ILWMLS critical area
holding position markings consist of a set of two
l-foot (0.3 m) wide parallel yellow lines spaced
2 feet (0.6 m) apart, 6 inches (15 cm) from the
taxiway  centerline on the aircraft holding side as

.,
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shown in Figure 10. In between these two lines
and perpendicular to them, there are sets of two
l-foot (0.3 m) wide parallel yellow lines l-foot
(0.3 m) apart and 10 feet (3 m) between sets, as
shown in Figure 10.  The airport operator has the
option to double the width of the lines and spaces
for ILS/MLS  critical area holding position
markings.

25. INTERMEDIATE HOLDING POSITION
MARKINGS FOR TAXlWAY/TAXlWAY
INTERSECTIONS.

a. Purpose. These markings identify the
location on a taxiway  or apron where aircraft are
supposed to stop when told to hold short of another
taxiway  or apron. They should be used at airports
with an operating ATCT where there is an
operational need to hold traffic at a
taxiwayftaxiway  intersection, at a geographic
position (see paragraph 32), or holding bay, as
illustrated in Figure 11, to define the edge of the
taxiway  object free area to assure adequate
clearance from taxiing aircraft.

b. Location. Holding position markings
for taxiwayitaxiway  intersections are located for
the most demanding aircraft using the airport in
accordance with Table 5.

c. Color. Holding position markings on
taxiways  are yellow, and will be outlined in black
on light colored pavements.

d. Characteristics. The holding position
markings for taxiway/taxiway  intersections consist
of a 1 foot (0.3 m) wide yellow line with 3 foot
(0.9 m) long dashes and spaces. The taxiway
centerline is 6 inches (15 cm) on either side of the
intermediate holding position’ marking, as shown
in Figure 10 .

1 1
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TABLE 5. PERPENDICULAR DISTANCES FOR TAXIWAY
INTERSECTION MARKINGS FROM CENTERLINE OF CROSSING TAXIWAY.

Airplane design group ’

I

44.5 feet

(13.5 m)

II

65.5 feet

(20 ml

III

93 feet

(28.5 m)

IV ’

129.5 feet

(39 m)

V

160 feet

(48.5 m)

VI

193 feet

(59 ml

’ See AC 150/5300-13,  Airport Design.

26. SURFACE PAINTED HOLDING
POSITION SIGNS.

a. Purpose. Surface painted holding
position signs supplement the signs located at the
holding position in accordance with AC
150/5340-  18, Standards for Airport Sign Systems,
current edition. This type of marking is required
where the width of the holding position on the
‘taxiway is greater than 200 feet (60 m). These
markings are usefU  at other locations, such as
where pilots have had difficulty  discerning the
location of the holding position.

height’in order to conform in appearance to the
letters, numbers, and other symbols in Appendix 1.
The background is rectangular and extends a
minimum of 15 inches (38 cm) laterally and
vertically beyond the extremities of the inscription.

27. SURFACE PAINTED TAXI-WAY
DIRECTION SIGNS.

b. Location. The edge of the surface
painted holding position sign is placed 3 feet (1 m)
on the left side of the taxiway  centerline on the
holding side of and from 2 feet (0.67 m) to 4 feet
(1.34 m) prior to the holding position marking (to
allow for clearance of inpavement runway guard
lights when installed) as shown in Figure 13.
Holding position signs shall not  be painted on
runways. A surface painted location sign may be
located on the left side of the holding position sign
when they are located on a large expanse of
pavement. Additional surface painted signs may
be installed as a runway incursion prevention
initiative.

a. Purpose. Surface painted taxiway
direction signs will be provided when it is not
possible to provide taxiway  direction signs at
intersections in accordance with AC 150/5340-  18
or, when necessary, to supplement such signs.

b. Location. Surface painted taxiway
direction signs are 3 feet (1 m) from  the centerline
with signs indicating turns to the left being on the
left side of the taxiway  centerline and signs
indicating turns to the right being on the right side
of the centerline, as shown in Figure 13. Taxiway
direction signs should @ be.painted on runways,
or between a runway holding position and a
runway. For taxiways  intersecting at 90 degiees  a
surface painted taxiway  direction sign is combined
with arrows to indicate directions and is located on
the left side of the taxiway  centerline.

(1) When a direction sign is not installed
c. Color. The surface painted holding along side .of the, taxiway,  the surface painted

position sign has a red. background with a white taxiway  direction sign is located at the same
inscription, and will be outlined in black on light distance from  the intersection as the distance
colored pavements. specified in AC 150/5340-  18.

d. Characteristics. The inscription is to
have a height of 12 feet (3.67m),  however it may
be reduced, as necessary to the minimum height of
9 feet (3m). The edge of the surface painted
taxiway  holding position sign should be 3 feet (1 m)
on the left side of the taxiway  centerline. The
width of the letters, numbers, and other symbols
used in the inscription must be proportional to the

(2) When a surface painted taxiway
direction sign supplements a direction sign
installed along side of the taxiway,  the surface
painted direction sign may be located at or
anywhere between the distance specified in
subparagraph (1) above and the point of divergence
of the painted centerlines.

12
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c. Color. Surface painted taxiway  direction
signs have a yellow background with a black
inscription.

d. Characteristics. The inscription is to
have a height of 12 feet (3.67m),  however it may
be reduced, as necessary to the minimum height of
9 feet (3m). The width of the letters, numbers, and
other symbols used in the inscription must be
proportional to the height in order to conform in
appearance to the letters, numbers, and other
symbols in Appendix 1. Each taxiway  designation
must be accompanied by an arrow showing the
general direction of turn. The background is
rectangular and extends a minimum of 15 inches
(38 cm) laterally and vertically beyond the
extremities of the inscription. A 6-inch (15 cm)
wide vertical black -stripe separates each taxiway
designation when more than one designation is
included on either side of the centerline.

28. SURFACE PAINTED TAXIWAY
LOCATION SIGNS.

a. Purpose. Surface painted taxiway
location signs are used, when necessary, to
supplement the signs located along side the
taxiway  and assist the pilot in contirming  the
designation of the taxiway  on which the aircraft is
located.

b. Location. The surface painted taxiway
location signs are normally located on the right
side of the taxiway  centerline as shown in Figure
13. The edge of the surface painted taxiway
location sign should be 3 feet (lm) from the edge
of the taxiway  centerline. However, a surface
painted taxiway  location sign can be located,on  the
left side of the taxiway  centerline if it is located
with a surface painted taxiway  holding position
sign on a large expanse of pavement. Location
signs should not be painted on runways, or between
a taxiway/runway holding position and a runway.

c. Color. Surface painted taxiway  location
signs have a black background with a yellow
inscription and yellow border around its perimeter.

d. Characteristics. The inscription is to
have a height of 12 feet (3.67m),  however it may
be reduced, as necessary to the minimum height of
9 feet (3m). The width of the letters, numbers, and
other symbols used in the inscription must be
proportional to the height in order to conform in
appearance to the, letters, numbers, and other

symbols in Appendix 1. The background is
rectangular and extends a minimum of 15 inches
(38 cm), including the 6 inch (15 cm) yellow
border, laterally and vertically beyond the
extremities of the inscription.

29. SURFACE PAINTED
IDENTIFICATION SIGNS.

GATE

a. Purpose. Surface painted gate
identification signs are used, when necessary, to
assist pilots in locating their destination gate.
They ,are  especially useful for low visibility
operations.

b. Location. Surface painted gate
identification signs may be installed in non-
movement areas or movement areas, which are in
the proximity of terminal buildings, as shown in
Figure 14. They are located adjacent to taxiway
centerlines on the side to which a turn will be
made to travel toward the gate(s).

c. Color. Surface painted gate
identification signs have a yellow background with
a black inscription.

d. Characteristics. For surface painted gate
identification signs containing one row of gate
designations, as shown in Figure 14, the
inscriptions must have a maximum height of 4 feet
(1.2 m). For gate identification signs containing
more than one row of gate designations, also
shown in Figure 14, the inscriptions must have a
minimum height of 3 feet (1 m). The width of the
letters, numbers, and other symbols used in the
inscription must be proportional to the height in
order to conform in appearance to the letters,
numbers, and other symbols in Appendix 1. The
background is rectangular and extends a minimum
of 15 inches (38 cm) laterally and vertically beyond
the extremities of the inscriptions. There is no
maximum size to more than one-row gate
identification sign. A range of gates should be
indicated with a “dash” (i.e. gate Al through A4 is
indicated by “Al - A4”). Non-sequential
individual gates contained within the same gate
identification sign should be separated by a
“comma” (i.e., “Bl, B3, B5”).

30. SURFACE PAINTED
ENTRANCE POINT SIGNS.

APRON

a. Purpose. Surface painted apron
entrance point signs are used, when needed, to
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assist pilots in locating their position on an apron,.
which has a large expanse of continuous pavement
along the edge of the terminal .apron.  They are
especially useful to identify entrances and exits
from the terminal apron.

b. Location. Surface painted apron
entrance point signs may be installed in non;
movement areas or movement areas which are in
the proximity of an apron leading to the terminal
buildings, as shown in Figure 15. They are
located 7 feet from the taxiway  centerlines on the
side to which a turn will be made to travel toward
the apron.

c .  Color. The surface painted apron
entrance point sign has a yellow background with a
black inscription and black border around its
perimeter as shown in Figure 15.

d. Characteristics. The surface painted
apron entrance point sign consists of two 9 foot
(3 m) diameter circles located 7 feet from the
associated taxiway/apron entrance centerline with
a line leading to another 9 foot (3 m) diameter
circle on the apron. Each one of three circles is
comprised of a 6-inch  (15 cm) outer back ring with
an 8 foot (2.7 m) diameter yellow circle in the
middle. The numeric identification of the three
associated markings should be the same. The
inscription inside the circle should be a number
only, black in color and 4 feet (1.3 m) in height.
The width of the numbers used in the inscription
must be proportional to the height in order to
conform in appearance to the numbers in
Appendix 1. When installed on asphalt or other
dark-colored pavements, the white ring is
substituted for the black ring.

31. TAXIWAY  SHOULDER MARKINGS.

a. Purpose. Holding bays, aprons, and
taxiways  are sometimes provided with shoulder
stabilization to prevent blast and water erosion.
This stabilization may have the appearance of a
full strength pavement but is not intended for use
by aircraft. Usually the taxiway  edge marking will
define this. area, but conditions may exist such as
stabilized islands or taxiway  curves where
confusion may exist as to which side of the edge
stripe is intended for use by aircraft. Where such a
condition exists, taxiway  shoulder markings should
be used to indicate the pavement is not to be used
to taxi an aircraft.

b. Location. On straight sections, the
marks are placed at a maximum spacing of
100 feet (30 m). On curves, the marks are placed a
maximum of 50 feet (15 m) apart between the
curve tangents. _ .

c. Color. Taxiway  shoulder markings are
yellow. It is also acceptable to paint the stabilized
island area green in lieu of shoulder markings, and
to use green on both stabilized surfaces and
structural pavement..

d. Characteristics. The stabilized area is
marked with 3-foot  (1 m) yellow stripes
perpendicular to the edge stripes as shown in
Figure 16. The stripes are extended to 5 feet
(1.5 m) from the edge of the stabilized area or to
25 feet (7.5 m) in length, whichever is less.

32. GEOGRAPHIC POSITION MARKINGS.

a. Purpose. Geographic position
markings are installed when points are necessary
to identify the location of taxiing aircraft during
low visibility operations. Low visibility operations
are those that occur when the runway visual range
(RVR) is below 1200 feet (360 m).

b. Location. These markings are located
along low visibility taxi routes designated in the
airport’s SMGCS plan. They are positioned to the
left of the taxiway  centerline in the direction of
taxiing. When the geographic position marking
will be used by Air Trafftc  Control to designate a
holding position, it will always be located in
conjunction with and prior to the holding position
marking as shown in Figure 17. When the
geographic position marking is not used as a
holding position, the installation of a holding
position and clearance bar is optional. The
geographic position marking shall not be located at
a runway holding position for the low visibility
runway but may be located at the holding positions
for other runways that the designated taxi route
crosses. Unless the geographic position marking is
located at a runway holding position (see
paragraph 23), a taxiwayltaxiway  holding position
marking should be used (see paragraph 25). If the
geographic position marking is located at a holding
position along a taxi route designated for use in
visibilities below 600 RVR, then a clearance bar
consisting of three yellow lights must also be
installed in conjunction with the geographic
position marking and holding position marking.
On a particular airport, the airport operator in
coordination with the regional Airports Division,
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the local airport traffic control tower and the
regional Flight Procedures Branch will determine
where these markings are needed.

c . Color. A geographic position marking is
a 7 foot (2.3 m) diameter pink circle surrounded by
a 6 inch wide white ring contiguous to a 6 inch
wide black outer ring, when installed on concrete
or other light colored pavements as shown in
Figure 17. When installed on asphalt or other
dark-colored ‘pavements, the white ring and the
black ring are reversed, i.e., the white ring
becomes the~outer ring and the black ring becomes
the inner ring.

designation of the taxiway  on which the marking is
located. If a geographic position marking is
located on a taxiway  with an alphanumeric
designation only the alpha portion of the
designation should be used for designating the
geographic position markings. For example, the
fourth spot on the route is located on Taxiway A7.
The alphanumeric designation for this spot would
be ‘4A.“. The geographic position marking is
never designated with a letter followed by a
number. The designation -of the geographic
position marking should be centered in the circle.
The designation is black, has a height of 4 feet
(1.3 m) and conforms in appearance to the
numbers and letters in Appendix 1.

d. Characteristics. Geographic position
markings are designated with either a number or a
number and .letter. The number corresponds to the
consecutive position of the marking on the route.
When used the letter indicates the letter

33. RESERVED.

34. RESERVED.

Section 4. Other Markings.

35. APPLICATION. The markings in this
section are used, as appropriate, on airports.

36. VEHICLE ROADWAY MARKINGS.

a. Purpose. The standards for vehicle
roadway markings contained in this paragraph are
used to delineate roadways located on or crossing
areas .that are also intended for use by aircraft.
Markings for roadways not located on aircraft
maneuvering areas should conform; w’henever
possible,  to those in the U.S. Department of
Transportation’s Manual on Uniform Traffic
Control Devices.

b. Location. Vehicle roadways are
dehneated  on aircraft maneuvering areas when
there is a need to define a pathway for vehicle
operations:  A minimum spacing of 2 feet (0.67 m)
must be maintained between the roadway edge
marking and the non-movement area boundary
marking (see paragraph 34) vehicle roadway
markings are interrupted by taxiway  markings

c. Color. Vehicle roadway markings are
white.

d. Characteristics.

(1) Vehicle roadway markings consist of
a solid line to delineate each edge of the roadway

and a dashed line to separate lanes within the
edges of the roadway. The edgelines and lane lines
are both 6 inches (15cm) wide and the dashes for
the lane lines are 15 feet (4.5 m) in length with a
spacing of 25 feet (7.5 m) between dashes. These
markings are illustrated in Figure 18.

(2) In lieu ‘of the solid lines, zipper
markings may be used to delineate the edges of the
vehicle roadway wherever the airport’s SMGCS
working, group or the airport operator determines
the roadway edges need enhanced delineation. The
zipper marking consists of two dashed lines side by
side with alternating dashes that are 12 inches
(30cm) wide and 4 feet (1.3 m) in length, along
each edge of the roadway as shown in Figure 18.
Details of the zipper marking are shown in
Figure 10.

(3) Where a roadway crosses a taxiway,  a
solid white’stripe  2 feet (.67 m) wide is provided
across the driving lane at the distances specified in
Table 5 to assure adequate clearance.fiom  taxi-@
aircraft. When the roadway is not located on an
aircraft  maneuvering area, a frangibly  mounted
retro-reflective stop or yield sign should be
installed on the right hand side of the roadway in
conjunction with the solid white stripe.
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37. VOR RECEIVER CHECKPOINT
MARKINGS.

a. Purpose. VOR receiver checkpoint
markings allow a pilot to check aircraft
instruments with navigational aid signals.

b. Location. VOR receiver checkpoints
should be on the airport apron or taxiways
(preferably the holding bay but never on a runway)
at points selected for easy access by aircraft but
where other airport traffic would not be unduly
obstructed. VOR receiver checkpoints normally
should not be established at .distances less than
one-half mile from the facility, nor on unpaved
areas. FAA Flight Inspection personnel determine
the location for checkpoints and issue information
for checkpoint descriptions in flight publications.

c. Color. The checkpoint is marked with a
painted circle of the size and color as shown in
Figure 19. The color of the letters and numerals
on the sign are black on a yellow background.

d. Characteristics. VOR receiver
checkpoints are provided with painted markings
and an associated sign.

(1) Markings. The VOR receiver
checkpoint is a circle 10 feet in diameter with a
yellow arrow aligned toward the facility and
surrounded by a 6 inch wide yellow ring
contiguous to a 6 inch wide white outer ring as
shown in Figure 19. When installed on concrete
pavements, the interior of the circle is painted
black.

(2) Sign. The sign should have an
overall mounting height of not less than 20 inches
(50.8 cm) and not more than 30 inches (76.2 cm).
It should be located as nearly as practicable on an
extension of the diameter line and faced
perpendicularly to the line-of-sight of the viewer in
the circle. The inscription on the sign should show
the facility identification, channel, radial selected
(published) for the check, and the plotted distance
from  the antenna (when applicable). The station
identitication and course numerals should be at
least 7 inches (17.8 cm) high and the other letters
and numerals at least 3 inches (7.6 cm) high. The
sign shall be installed in accordance with the
height and distance standards in AC 150/5340-  1 SC
Table 2, on an extension of the radial and faced
perpendicularly to the line-of-sight of the viewer in
the circle. An example follows:

BGR-VORTAC
114.8 (CH 95) 153/333

DME 3.8 NM

38. NON-MOVEMENT AREA BOUNDARY
MARKING.

a. Purpose. Non-movement area
boundary markings are used to delineate the
movement area, i.e., area under air traffic control,
from the non-movement area, i.e., area not under
air traffic control. This marking should be used
only when the need for this delineation is specified
in the letter of agreement between the airport
operator and airport traffic control tower which
designates the movement area.

b. Location. A non-movement area
boundary marking is located on the boundary
between the movement and non-movement area. In
order to provide adequate clearance for the wings
of taxiing aircraft, this marking should never
coincide with the edge of a taxiway.

c. Color. A non-movement area boundary
marking is yellow and will be outlined in black on
light colored pavements.

d. Characteristics. The non-movement area
boundary marking consists of two yellow lines (one
solid and one dashed) as shown in Figure IO. The
solid line is located on the non-movement area side
while the dashed yellow line is located on the
movement area side. Each line is 6 inches (15 cm)
in width with a 6 inch spacing between lines. The
width of the lines and spaces may be doubled to
12 inches (30 cm). The use of this wider marking
is strongly encouraged at locations having
difficulty discerning the location of the movement
area. The dashes are 3 feet (1 m) in length with a
3-foot (1 m) spacing between dashes.

3 9 .  M A R K I N G  O F TEMPORARILY
RELOCATED THRESHOLDS. Information on
the marking, as well as lighting, of temporarily
relocated thresholds is contained in
AC 150/5370-2, Airport Safety During
Construction, and AC 15015340-24,  Runtiay and
Taxiway Edge Lighting System.

16
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40. MARKING AND LIGHTING OF
PERMANENTLY CLOSED RUNWAYS AND
TAXIWAYS. For runways and taxiways  that have
been permanently closed, the lighting circuits are
disconnected. The runway threshold, runway
designation and touchdown zone markings are
obliterated and solid, @ striated, yellow X’s are
placed at each end and at l,OOO-foot (300 m)
intervals. If the closed runway intersects an open
runway, X’s should be placed on the closed runway
on both sides of the open runway. For taxiways, a
yellow X is placed on the closed taxiway at each
entrance. The X’s shown in Figures 20a and 2Oc
are normally used, but the X’s shown in Figures
20b and 20d are more readily seen from  aircraft on
final approach and may be used.

41. TEMPORARILY CLOSED RUNWAYS
AND TAXIWAYS.  The following procedures are
to be followed when it is necessary to temporarily
close a runway or a taxiway:

a. When it is necessary to provide a visual
indication that a runway is temporarily closed, X’s
are placed only at each end of the runway on top of
the runway designation markings or just off the
runway end when required by construction activity.
The X’s are yellow in color and conform to the
dimensions specified in Figure 20. Since the X’s
are temporary, they are usually made of some
easily removable material, such as plywood or
fabric rather than painted on the pavement surface.
Any materials used for temporary X’s should
provide a solid appearance. Since these X’s will
usually be placed over white runway markings,
their visibility can be enhanced by a 6 (15 cm)
black border.

b. A raised-lighted X may be placed on each
runway end in lieu of the markings described in
paragraph 41a to indicate the runway is closed.
The X is to be located within 250 feet (75 m) of the
runway end. Normally the raised-lighted X would
be located on the runway; however, it may be
located in the safety area on the extended runway
centerline.

c. Temporarily closed taxiways  are usually
treated as hazardous areas (see paragraph 48).
However, as an alternative, a yellow X conforming
to the dimensions in Figure 20 may be installed at
each entrance to the taxiway.

d.  If the runway or taxiway  will be closed
during the nighttime, the runway and taxiway

lights will normally be disconnected so that they
can not be illuminated unless such illumination is
needed to perform maintenance operations on or
adjacent to the runway, e.g., snow removal.

NOTE: The airport operator is responsible for
determining the need for a visual indication that a
runway or taxiway  is closed and for determining
the safest place to put the X. In making this
determination, the airport operator should consider
such things as the reason for the closure, duration
of the closure, airfield configuration, and the
existence and hours of operation of the airport
traffic control tower.

42. CONVERTING A RUNWAY TO A
TAXJWAY. The following actions are necessary
to close a runway permanently and convert the
pavement to a taxiway.

a. If the pavement is to be used as a taxiway,
then all runway markings including the runway
designation numbers are to be obliterated. The
centerline is to be painted yellow. Any edge lights
should be blue. For those runways that have
centerline lights, it may be appropriate to leave
them in operation and change the lens color to
green. Aircraft should not be permitted to land on
or takeoff from a taxiway.

b. X’s are used to indicate that a runway or
taxiway  is closed to aircraft. Consequently, it is
improper to place X’s on a runway if it is intended
to be used as a taxiway.

c. The holding position lines must be
removed and appropriate signs installed to indicate
the existence of a taxiway.

43. INTERMITTENT USE OF A TAXIWAY
AS A RUNWAY. The following actions are
necessary for the intermittent use of a taxiway  as a
runway: There are several things that must be
considered to achieve the proper markings and
signage.  A piece of pavement cannot be marked as
both a taxiway  and a runway at the same time -
that is, it can not have a yellow centerline and
white designation numbers. (NOTE: On airports
subject to National Environmental Policy Act
requirements, a proposal to use a taxiway  as a
runway should include a review of the
environmental consequences of such an action.)

a. If the pavement is to be used as a runway
during the day, it should be painted, at a minimum,

17
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with’ visual runway m,arkings, i.e., white
designation numbers and a white- centerline;
Further, if it used as a runway at night and is to be
lighted, it should have lighting conforming to
AC 15015340-24.

b . If the pavement is to be used ONLY as a
taxiway  at night, blue, lights conforming to
AC. 150/5340-24  should be used.

C . In either case, the Airport Layout Plan; as
well as other appropriate’ documents, must be
updated to indicate the presence of the runway. If
the runway is to be used ONLY as a taxiway  at
night and blue edge lights have been installed, then
the runway is to be listed as unlighted along with
an appropriate annotation in the Airport/Facility
Directory (A/FD)  and the Airport Master Record
(FAA Form 5010) indicating the runway is closed
to nighttime operations and that blue lights are
provided for taxiing aircraft.

d. Since the pavement is now considered a
runway, any taxiway  intersecting the designated
runway must have appropriate holding position
markings and signs placed in accordance with
AC 150/5340-  1 and AC 150/5340-  18.

CHAPTER 2. (RESERVED) ‘MARKINGS FOR LARGE AIRCRAFT PARKING
POSITIONS.

813 1 I99

44: .CLOSED~iWANDONED ‘a &RPORTS  .
When all runways are closed temporarily,“the
runways are marked as in paragraph 41, and the
airport. beacon is turned off. When an airport is
abandoned and all runways are closed
permanently, the runways are marked as in
paragraph 40, the airport beacon is disconnected,
and an X is placed in the segmented circle or at a
central location if no segmented circle exists.’

45. HELIPORT MARKING. Information on the
marking for heliports is contained in
AC 150/5390-2,  Heliport Design.

46. VERTIPORT MARKING. Information on
the marking for vertiports I is contained in
AC 150/5390-3,  Vertiport Design.

47. MARKING FOR ARRESTING GEAR.
Information on the marking for arresting gear is
contained in AC 15015220-9,  Aircraft Arresting
Gear for Joint Civil/Military Airports.

48. HAZARDOUS AREAS. Marking of
hazardous areas, in which no part of an aircraft
may enter, are marked : in accordance with
AC 150/5370-2, Airport Safety During
Construction

CHAPTER 3. (RESERVED) MARKINGS FOR UNPAVED RUNWAYS.’
,
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FTHRESHOLD 7 RUNWAY DESIGNATION MARKING
V A R I E S  W I T H

THRESHOLD MARKINGS
CONFIGURATION ‘A’

MARKINGS

ACCEPTABLE UNTIL 150
_  Y E A R  2 0 0 8  O N L Y 1000

300

i ; 1,’ I
THRESHOLD MARKINGS
C O N F I G U R A T I O N  ‘8’ .’
N U M B E R  OF’ S T R I P E S  ‘ a  1,’
R E L A T E D “  i0  RUNWAY
W I D T H  - S E E
Par.V.d.(2) NOTE:

F E E T
D I M E N S I O N S  E X P R E S S E D  A S  M E T E R S  e.g. y



150 , 4 0 , 6 0 , 4 0 , 120 , 8 0
4 5 1 12 1 18 1 12 3 6 1 2 4

C E N T E R L I N E  M A R K I N G

s5 W I D E

V A R I E S  W I T H
RUNWAY WIDTH
(SEE  N O T E  2)

i--RUNWAY D E S I G N A T I O N
T H R E S H O L D  ,MARKINGS MARKING P A V E M E N T  E D G E NOTES: 1. DIMENSIONS EXPRESSED
SEE FIGURE 1 FOR
ALTERNATE A S  F E E T cl
CONFIGURATION .METERS e,g.J  3

NONPRECISION RUNWAY MARKINGS 2.  SEE Par  10 .d .  FOR RUNWAY WIDTHS
O T H E R  T H A N  1 5 0 ’  (45  n)  A N D
REQUIREMENTS FOR AIMING
POINT MARKING

’

1t 20 6 60 18 , 1 40 12 I ’ 120 36 , 1 80 24 I 1 120 36 ,  1 80 24 I 1 120 36 (SEE AIMING MARKING NOTE POINT 2)

C E N T E R L I N E  M A R K I N G

A3 W I D E

I
V A R I E S  W I T H
RUNWAY WIDTH

\
( S E E  N O T E  2)

R U N W A Y  D E S I G N A T I O N  M A R K I N G

\ P A V E M E N T  E D G E

VISUAL RUNWAY MARKINGS
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PRECISION RUNWAY

7

-
E

- =

E
= =

NONPRECISION

E X A M P L E  O F  C O N F L I C T I N G  R U N W A Y  M A R K I N G S

P R E C I S I O N  R U N W A Y

7

- -
-

l &v

W M

-
-- - - - - -

- - w, =

NONPRECISION

T H R E S H O L D  Elf- T H E  L O W E R  P R E C E D E N C E  R U N W A Y
D I S P L A C E D  T O  M A I N T A I N  T H E  R E Q U I R E D  D I S T A N C E
FROM  T H E  A I M I N G  POINT M A R K I N G  TO T H E  T H R E S H O L D .

N O T E : -  I N  L I E U  O‘F D I S P L A C I N G  T H E  T H R E S H O L D ,  T H E
A I R P D R T  M A Y  P L A C E  A  R E M A R K  ON F A A  F O R M  5 0 1 0
W H I C H  P R O V I D E S  T H E  D I S T A N C E  T H A T  E X I S T S
B E T W E E N  T H E  T H R E S H O L D  A N D  A I M I N G  P O I N T
MARKINGS.

Figure 3. Example of Conflicting Markings on Crossing Runways
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6
(SEE NOTE 4)

N O T E S :
: i

1. ALL NUMERALS EXCEPT THE NUMBER ELEVEN AS SHOWN ARE HORIZONTALLY SPACED 15 FEET (4.5 METERS) APART.

2. SINGLE DIGITS SHALL NOT BE PRECEDED BY A ZERO.

3. DIMENSIONS ARE EXPRESSED THUS: FEET 32
METERS e.9.  9

4. THE NUMERAL 1. WHEN USED ALOdE,  CONTAINS A HORIZONTAL BAR TO DIFFERENTIATE IT FRdM THE RUNWAY CENTERLINE MARKING

5. SINGLE DESIGNATIONS ARE CENTERED ON THE RUNWAY PAVEMENT CENTERLINE. FOR DOUBLE DESIGNATIONS, THE CENTER OF THE
OUTER EDGES OF THE TWO NUMERALS IS CENTERED ON THE RUNWAY PAVEMENT CENTERLINE. ‘;

6. WHERE THE RUNWAY DESIGNATION CONSISTS OF A NUMBER AND A LETTER, THE NUMBER AND LETTER ARE LOCATED ON THE
RUNWAY CENTERLINE IN A STACKED ARRANGEMENT AS SHOWN IN FIGURE 1.

i



1. RUNWAY SIDE STRIFCS. VkfN USED ON THE RUtMAY.
EXKND  I N T O  TM D I S P L A C E D  MEA ,

2. RIJNVAY WKlNGS (EXCEPT WILDING P&lllCW

CtNTLRLINE 1 / m RUNWAY Tl+tESHDLD  IS AT
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Figure 6. Marking for Taxiway Aligned with Runway

2 4
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$9  MlMMuM
7

RUNWAY THRESHllLD  Is
AT WT BllARD EDGE W
THRESHDLD  BAB, -CT4ND4RD

1 .  SD fml (13  13 SPACtNC  M4Y B E  U S E D  W H E N  L E N G T H  W AREA  I S  L E S S
TH4N  250  FEET (75  ti IN WHICH CASE THE -FIRST FUL CHEVRON STARTS
A T  THE lNDU  PDlNT  UNTERTECTUlJ  ff RMV4Y  CENTERLlNE  AND
RUNWAY THRCWOLD)

2 .  CI-EVRONS  ARE YELLOW AND AT AN 4NGLE  IX 45 DEGREES TO THE
RlNWAY  CENTE~BE.

3  ClEVRUd SMCNG  M4Y BE DCUDLED  I F  LblliTH  OF A R E A  EXCEEIB
1DDI-I  F E E T  C3DD  ‘I+>.

4 .  PIIKNSIONS 4RE  WPRESSED  As  SRS e+ g



00

;’:y ” ;T,,.;,;$;  ‘/ & , ’ -’‘“i.~ , ---RUNWAY 1HRESHilLD

B L A S T  P A D  OR STIIPWAY  A N D  D I S P L A C E D  T H R E S H O L D  P R E C E D I N G  A  R U N W A Y
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,A

. ,
-  . . . l i , . i : . -  , . .
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iHOULDER,-\ ,’ RUKJWAY  ,  /--,SHOULDER..  -.  .  ; ,. , ,

M I D P O I N T  (
RUNWAY

---r

---A  M A X .

m
/ \

/ \ \

DIMENSIONS ARE
EXPRESSED THUS:

e 9 10FEETLll-TCnC  * . 7

l- RUNWAY THRESHOLb

Figure Q.,  Runway+Sho.ulder  Markings
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4 LINES <YELLOW)  AND
3 SPACES AT
6’  (15  cd  EACH
(MAY BE DOUBLED
IN CERTAIN
CIRCUMSTANCES.
S E E  P a r  23.d.)

DASHES (YELLOW) AND

r
SPACES 3’  (0 .9  n)
IN LENGTH

DISTANCE TO RUNWAY
CENTERLINE MEASURED

/-

ILS/MLS CRITICAL

FROM MARKING EDGE ON AREA BUUNDARY

AIRCRAFT HOLDING SIDE

/

ALL MARKINGS

K
YELLOW  AND

1’ ( 0 . 3  n)  W I D E

TAXIWAY  CENTERLINE y
AIRCRAFT

MARKING. YELLOW.
6’ TO 12’ (15  cn

SIDE

TO 30  cm)  W I D E

4’
En

--j r  1 2 ’  (30  cn)
I I

1

~~

4’ a.3 n)

4 ’  a .3  n)

J L 1 2 ’  (30 cn)

RUNWAY HOI DING
PllSITION MARKINGS

OLDING  POSITIUN ROADWAY EDGE STRIPES.
W H I T F .  7TPPER  ST’flE.

TAXIWAY  CENTERLINE
D A S H E S  & SPACES
3’ CO.9 n) IN LENGTH

MARKING, YELLOW, 1 ’  (0.3  n>  I N  W I D T H
6’ TO 12’ cl5  cn COLOR. YELLOW
T O  3 0  cn)  W I D E \ 7

SIDE

INTERMEDIATE HOLDING
POSITIITN  MARKINGS

W I D E  W/

TAXIWAY  E D G E TAXIWAY  FDGE
MARKINGS, NARKINGS,
CJJNTINUOUS DASHED
‘CAN BE USED TO <CAN NOT BE USED TO
DESIGNATE ISLANDS) DESIGNATE ISLANDS)

DASHED LINE
MOVEMENT SIDE

BOTH LINES
ARE YELLOW.
6’ Cl5 cn)
IN  WIDTH AND
6 ’  (15 cn)
SPACES
BETWEEN
LINES

\SOLID LINE UN
NON-MOVEMENT
SIDE

NUN-MOVEMENT
AREA MARKINGS



ILS HOLDING POSITION
MARKINGS*

rREQUIRED DISTANCE
IM R U N W A Y

LINE
O N

Y IF

E X A M P L E  O F  HOLDIN  P O S I T I O N  M A R K I N G S  N O T  A T
RIGHT ANGLE TO TAXIWAY  CENTERLINE BECAUSE OF
INTERSECTION CONFIGURATION

L 3’DIMENSION  I S
EDGE TO EDGE TAXIWAY EDGE

INTERMEDIATE HOLDING K HOLDING BAY
POSITION MARKINGS*

*REFER TO F IGURE 10
FOR MARKING DETAILS

RUNWAY RUNWAY

S E E  A C  150,‘5340-18
FOR SIGN REOUIREMENTS

-===- INTERMEDIATE

AT HOLDING POSITION MARKINGS
HOLDING POSITION

I MARKINGS

TAXIWAY TAXIWAY

EXAMPLE WHERE HOLDING POSITION MARKINGS EXAMPLE OF HOLDING POSITION MARKINGS
DO NOT EXTEND STRAIGHT ACROSS THE TAXIWAY EXTENDED ACROSS HOLDING BAY

N O T E :  F O R  C A T  [r  & IIU APPROACHES
MAINTAIN A CLEAR SECTION
2OO’XlOOO’  AT RUNWAY END.



iXlWAY  EDGE MARKINGSINTERMEDIATE HOLDING TAXIWAY  EDGE MARKINGS
POSITION MARKINGS
SEE FIGURE 10

TAXIWAY  CENTERLINE4XIWAY  CENTERLINE
IARKINGS

1

A .  E X A M P L E  O F  TAXIWAY  C E N T E R L I N E  M A R K I N G  A T B .  E X A M P L E  O F  TAXIWAY  C E N T E R L I N E  M A R K I N G  A T
INTERSECTION HAVING LESS THAN STANDARD INTERSECTION HAVING STANDARD FILLETS WHICH
FILLETS AND REQUIRING JUDGMENTAL P E R M I T S  C O C K P I T - O V E R - C E N T E R L I N E  S T E E R I N G
OVERSTEERING





I .
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Figure 14. .Swface  Phited elate  identification Signs
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APRON ENTRANCE POINT - SEE DETAIL\

:7-FOOT  DIMEN~IIIN  I S  F R O M
iNEAR  E D G E  UT< THE CENTERLINE
!Tll THE  EDGE :OF T H E  SIGN,/

D E T A I L  0F iApR0~
ENTRANCE fj?OlNT

NOTE: CENTERLINE ~ AT APRON
ENTRANCE POINT L,OCATIllNS MAY
MARKED WITH A RADIUS MARKING
RATHER THAN WITH A “T”
CIINFIGURATION AS.  SHOWN,

B E
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k&WAY,  :

i- PAVEMENT EDGE

ON CURVES, “’
INBOARD OR _. ,
OUTBOARD

lob’  ( 3 0  m )
MAX. ON

’ -’

STRAIGHT
SECTIONS

TAXIWAY  E D G E  1
-

MARKINGS

- r
n

YELLOW, STRIPES
3’ (1 m) WIDE
EXTEN-D TO WITHIN
5  F E E T  ( 1 . 5  m )  O F
PAVEMENT EDGE OR
2 5  F E E T  ( 7 . 5  m )  I N
LENGTH, WHICHEVER
IS LESS

.Figure  16. Taxiway Shoulder Markings
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‘BLACK
6 ’ a5  c m /  WllJL 7

H O L D  PIISITION  ’
MARKING

I N N E R  R I N G ,  WHITEA
6 ”  (15  cm>  W I D E

2 ’  ( 0 . 6 5  m>  F R O M - I
E D G E  IIF  Y E L L O W
TAXIWAY  C E N T E R L I N E
MARKING

A

DIRECTION OF
TRAVEL

L STANDARD INTERMEDIATE
HOLDING POSITION MARKINGS
W I T H  6 ’  (15  c m >  B L A C K  B O R D E R
AND BLACK SPACES

LMARKING  C O N S I S T S  O F  A
BLACK INSCRIPTION,
4 ’  ( 1 . 3  m>  H I G H ,  C E N T E R E D
O N  A  P I N K  C I R C L E  W I T H
A WHITE INNER RING AND
BLACK BORDER AS SHOWN

TAXIWAY  CENTERLINE MARKING
ASSOCIATED WITH GEOGRAPHIC
POSITION MARKINGS ON LIGHT
CllLtlRED  P A V E M E N T  O U T L I N E D
WITH BLACK FOR INCREASED
CClNSPlCUITY



ROADWAY EDGE
STRIPES, WHITE,
CONTINUOUS
6 ”  (15  c m )  W I D E  -d

ROADWAY STOP LINE,.
W H I T E ,  2 ’  (567 m)
WIDE, ACROSS THE
APPROACH LANE- SEE
TEXT FOR ADDITIONAL
REQUIREMENTS

‘;;

TAXIWAY C E N T E R L I N E
MARKING8,

___22__

’ TAXItiAY  E D G E  M A R K I N G S
(DASHED) SEE FIGURE ,I.

I I I I
I , I I

APRON

,: ‘,

7 R O A D W A Y  L A N E ’  L I N E
W H I T E ,  6 ”  (15  c m )  W I D E ,
D A S H E S  1 5 ’  (4,5 m>-  L O N G
W I T H  S P A C E S  BETtiEEN
D A S H E S  2 5 ’  (705  n) L O N G .

ROADWAY EDGE
S’TRIPES  :(SEE  T E X T )

‘WHITE, ZIPPER STYLE,
SEE FIGURE 10 FOR
DIMENSIONS.

N O T  T O  S C A L E
;. :-: WHITE ROADWAY MARKINGS

SHOWN IN BLACK



r
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<f-+-J

-

N O T E  1 -

N O T E

N O T E S :

1 .  P A I N T  W H I T E
2 .  P A I N T  Y E L L O W
3 .  P A I N T  Y E L L O W .  A R R O W  TU’,BE  A L I G N E D  T O W A R D  T H E  F A C I L I T Y
4. P A I N T  I N T E R I O R  O F  C I R C L E  B L A C K  ( C O N C R E T E  S U R F A C E S  O N L Y )
5 .  C I R C L E  M A Y  B E  B O R D E R E D  O N  I N S I D E  A N D  O U T S I D E  W I T H  6 ’

B L A C K  B A N D  I F  N E C E S S A R Y  F O R  C O N T R A S T

Figure 19. YOR Receiver Checkpoint-Markings
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* F O R  T E M P O R A R Y  X ’ s
THIS DIMENSION MAY BE
CHANGED TO 8 FEET

RUNWAY CENTERLINE NOTE: X ’ s  A R E
ALWAYS YELLOW

(A) CLOSED RUNWAY

RUNWAY CENTERLINE

DIMENSIONS ARE EXPRESSED

THUS: FEET II!
(B) ALTERNATE CLOSED RUNWAY

M E T E R S  e’Q”  3

2 4
7.2

@ -9

** F O R  T E M P O R A R Y  X ’ s
THIS DIMENSION MAY BE
CHANGED TO 4 FEET

P
SC?

CENTERLINE
ILTAXIWAY

CENTERLINE

(C) CLOSED TAXI WAY
(0)  AL TERNATE  CLOSED TAXI WAY

Figure  20. Closed Runway and Taxiway Markings
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APPENDIX 1. INSCRIPTIONS FOR SIGNS AND GEOGRAPHIC POSITION MARKINGS.

The shapes ofthe lettem, numbers, and symbols use!d ininscIiptions for surface painted signs and geographic
position makings am shown in Figures  A-l through A-5.

I I I I I I I, 1 I I,, , , , , , , , , , ,

III I I I I I I I I,I I I I I I I I I I I I I I I I l l l l l l I l I I

Figure A-l. Pavexnent Madchgs ABCDEFGH.
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Figure A-2. Pavement Markings IJKLMNOP.
,, :a  -:  ,’ ^A”~!.  /.,I .f:.,  (:,
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I I I I I I I I I I I I I i I i i i  i i i  i i i i i i i i  i i i  I

Figure A-3. Pavement Markings  QRSlVVWX
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Figure A-4.  Pavement Ibhkings  YZ123456.
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-Q--l Notes: l-l

1 . The vertical placement of the comma
and the dash with respect to other

- characters is as shown. Horizontal
placement is at the discretion of the

design engineer.

I 2. The) vertic dandhc

Figure A-5. Pavement Markings 7890-,T.
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